
LL2MP4 

 

You can drop four kinds of audio files on the window: APE, FLAC, MP3, and WAV. First these will be 

converted to AAC files and in the last step wrapped in MP4 files. You may drop multiple times. 

Tags present in the input files are preserved and added to the final MP4 files. APE, FLAC, and WAV are 

lossless formats. The resulting MP4 is lossy. The quality is determined by the selected bitrate.   

As MP3 itself is a lossy format, the resulting MP4 will be yet more lossy, even if a higher MP4 bitrate is 

selected.   

The "Conversion type" drop-down has two items: 

1) All files will be converted and wrapped into one MP4 file. In this case you may choose a filename and 

select an output directory after the "Convert" button has been pressed (see below); 

2) Each file will be converted into a separate MP4 file. Now all files keep their original filename but you may 

also select an output directory. 

The audio files are processed in the same order in which they appear in the "Cue List". The "Error List" 

shows some of the errors produced by the codec files (if any). The "Tag List" shows the tags found in the 

source file currently processed. 

When you press the "Convert" button, a Save Dialog Box opens, in which you choose an output MP4 

filename, an output directory, and an extension. MP4 files already present will not be overwritten; instead 

“-n” is appended to the filename, with n= 1, 2, …. If you do not enter an output directory and filename, the 

MP4 output file will be saved in the directory of the first file in the Cue List, with the same filename.  After 

completing the Save Dialog the conversion starts. Audio files are removed from the Cue List as soon as they 

have been decoded. 

Pressing the Abort button stops all processing. 

There are six other settings available: 

1) LL2MP4 can be made ‘Always on Top’; 

2) With ‘Verify Only’ checked, the program verifies the integrity of APE, FLAC, and MP3 files: in that case no 

MP4 is generated; 

3) If ‘Exit when Done’ is checked, the program terminates as soon as it is finished; 

4) If 'Auto Check for Updates' is checked, the program looks for updates once every day; 

5) You can switch on or off the hints for most components of the user interface; 

6) A missing Title Tag in an audio file causes the corresponding Chapter in an MP4 file to read "Chapter n". 

Check the box ‘Replace … etc’ to substitute the source filename for  the Title tag.  

There are three ways to set the bitrate, selected by radiobuttons: 

1) The Constant Bitrate can be any of the values shown in the bitrate box; 

2) With the second Bitrate button you can select any bitrate value between 33 and 381 kbps; 

3) The third button makes possible a Quality setting value ranging from 0 to 99. A value of 50 is a good 

compromise between size and quality. 

Most of the settings are remembered at a fresh start of LL2MP4.  

For more information see also http://www.stols.com/net/ll2mp4.html 

Please let me know what problems you encounter using LL2MP4. Use the forum at 

http://www.stols.com/netbb/ 


